
Diameter coding insertblocks

Cable diam. 15 20 30 40 60 90 B Cable diam. 90 120 B

3.5-4.5 15-04 20-04 4 55.5-57.5 90-56 56

4.5-5.5 15-05 20-05 5 57.5-59.5 90-58 58

5.5-6.5 15-06 20-06 6 59.5-61.5 90-60 60

6.5-7.5 15-07 20-07 7 61.5-63.5 90-62 62

7.5-8.5 15-08 20-08 8 63.5-65.5 90-64 64

8.5-9.5 15-09 20-09 9 65.5-67.5 90-66 66

9.5-10.5 20-10 10 67.5-69.5 90-68 68

10.5-11.5 20-11 11 69.5-71.5 90-70 70

11.5-12.5 20-12 30-12 12 71.5-73.5 120-72 72

12.5-13.5 20-13 30-13 13 73.5-75.5 120-74 74

13.5-14.5 20-14 30-14 14 75.5-77.5 120-76 76

14.5-15.5 20-15 30-15 15 77.5-79.5 120-78 78

15.5-16.5 20-16 30-16 16 79.5-81.5 120-80 80

16.5-17.5 30-17 17 81.5-83.5 120-82 82

17.5-18.5 30-18 18 83.5-85.5 120-84 84

18.5-19.5 30-19 19 85.5-87.5 120-86 86

19.5-20.5 30-20 20 87.5-89.5 120-88 88

20.5-21.5 30-21 21 89.5-91.5 120-90 90

21.5-22.5 30-22 40-22 22 91.5-93.5 120-92 92

22.5-23.5 30-23 40-22 23 93.5-95.5 120-94 94

23.5-24.5 30-24 40-23 24 95.5-97.5 120-96 96

24.5-25.5 40-24 24 97.5-99.5 120-98 98

25.5-27.5 40-26 26 99.5-101.5 120-100 100

27.5-29.5 40-28 28

29.5-31.5 40-30 30

31.5-33.5 40-32 60-32 32

33.5-35.5 40-34 60-34 34

35.5-37.5 60-36 36

37.5-39.5 60-38 38

39.5-41.5 60-40 40

41.5-43.5 60-42 42

43.5-45.5 60-44 44

45.5-47.5 60-46 46

47.5-49.5 60-48 48

49.5-51.5 60-50 90-50 50

51.5-53.5 60-52 90-52 52

53.5-55.5 60-54 90-54 54

Blocks are indicated with their width (A) 
and diameter (B).

A block with a width of 15 mm and a hole 
size of 4 mm thus becomes shown as 15/4.
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Weight in grams per block (insertblock is half of square)

Block  Weight Block Weight Block Weight

24 x 15-0 58 30-16 24 90-56 262

12 x 10-0 113 30-17 22 90-58 255

15-0 20 30-18  30 90-60 243

20-0 38 30-19 28 90-62 239

30-0 84 30-20 27 90-64 229

40-0 150 30-21 25 90-66 220

60-0 338 30-22 24 90-68 211

90x30-0 279 30-23 22 90-70 204

15-4 10 30-24 21 120-72 494

15-5 10 40-22 57 120-74 485

15-6 10 40-24 54 120-76 472

15-7 10 40-26 50 120-78 462

15-8 9 40-28 47 120-80 448

15-9 8 40-30 42 120-82 437

20-4 18 40-32 37 120-84 425

20-5 18 40-34 32 120-86 415

20-6 13 60-32 131 120-88 403

20-7 12 60-34 127 120-90 385

20-8 11 60-36 122 120-92 368

20-9 10 60-38 116 120-94 360

20-10 9 60-40 110 120-96 351

20-11 36 60-42 104 120-98 332

20-12 36 60-44 98 120-100 313

20-13 35 60-46 91 120-108 243

20-14 34 60-48 84

20-15 33 60-50 77

20-16 31 60-52 59

30-12 30 60-54 61

30-13 28 90-50 287

30-14 27 90-52 279

30-15 25 90-54 273
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STG

Installed between compression plate and 
the top of the frame, completing the seal. 
Made of Lycron with galvanized or stainless 
steel fittings.
   

Compression plate (COMPPLA)

Most of the time mounted above the upper 
row blocks. The plate bolt is tightened to 
compress blocks around cables, providing 
space for STG endpacking. Available in 
composite (standard) or galvanized steel 
(EMC)

PTG

Can be used as an alternative to compression 
plate and STG. Can also be placed anywhere in 
the list. Made from Lycron, with stainless steel 
fittings.
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